
STENG LICHT AG | Hedelfinger Strasse 103 | 70327- Stuttgart | Phone +49-(0)711- 23 88 00 | mail@steng.de | www.steng.de                                                                                           1 | 3 

DATENBLATT | SPEC SHEET 

LUMO-M „LED“ Pendelleuchten sind in drei hochwertigen Ober-

flächenvarianten verfügbar. 

 

Abgehängt an zwei dünnen Edelstahlseilen lässt sich LUMO-M  

sowohl in der Höhe, als auch in ihrem Neigungswinkel stufenlos ver-  

stellen.  

 

Das Licht tritt durch eine doppelte, satinierte Glasabdeckung blendfrei 

nach außen.  

 

Kabel und Seil sind 3000 mm lang. Der Deckenbaldachin ist im Liefer-

umfang beinhaltet. 

 

 

Pflegehinweis 

Verwenden Sie zum reinigen niemals Scheuermittel, scharfe 

Reinigungsmittel, Lösungsmittel (z.B.  Aceton), Farbverdünner oder 

Alkohol. 
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Alle Angaben ohne Gewähr. Irrtürmer und technische Änderungen 

vorbehalten ! 

 

Suspended from two stainless steel cords, LUMO-M “LED “ 

pendant lamps are continuously adjustable both in their height and 

their angle of inclination. The metal reflector, with a variety of 

different surfaces, is printed and finished by hand. The light 

passes without dazzle through a double salinized glass cover.  

 

The lamp is steplessly adjustable laterally and the height is also 

continuously adjustable with the use of a snap-on adjuster.  

 

Cable and cords are 3000mm long. LUMO is available in three 

high-quality surface finishes. The surface mount canopy is 

included. 

 

 

Cleaning instructions 

Do never clean with alcohol, benzine, thinner or other harsh 

chemicals.  
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LUMO-M  “LED 230V“  

Pendelleuchte | Pendant light                                           Typ | Type  PLM XXX-30-LED 
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TECHNISCHE DATEN | TECHNICAL DATA 

Leuchtmittel LED Lamp bulb 

Leistung 12W  Wattage 

Lichtstrom ~ 1000Lm Lumens 

Lichtfarbe 2800 K Light colour 

CRI 82 CRI 

Betriebsspannung 230v Operating voltage 

Abstrahlwinkel  Wide Flood Beam angle 

Material Aluminium mit Glas 

Aluminum with glass Material  

Schutzart IP40 Protection class 

Energie-Effizienzklasse A Efficiency class 

Verfügbare Farben Nickel satiniert | nickel-glanz | weiß 

Satin-nickel | glossy-nickel | white Available colours 

ABMESSUNGEN | DIMENSIONS 

Schirm-Durchmesser 170mm Shade diameter 

Schirm-Höhe 120mm Shade heigth 

Abhänge-Länge 3000mm (max.) Suspension length 
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LUMO-M 230 „LED“  

PLM MNS 30-LED  Nickel-satiniert | glossy-nickel 

PLM MNG 30-LED  Nickel-glanz | satin-nickel 

PLM MWS 30-LED  Weiss | whitel 


